
© TRS-STAR. Alle Rechte vorbehalten. Alle Angaben sind unverbindlich und stellen keine zugesicherten Eigenschaften dar. Für Druckfehler übernehmen wir keine Haftung. 
Änderungen vorbehalten. Alle verwendeten Hard- und Softwarenamen sind Handelsnamen und /oder Warenzeichen der jeweiligen Hersteller.

Beispiel: HLE-■S-HT●-T6♦▲C◗

HLE  Serie
■   Systemleistung typ. (W)
♦   Lichtfarbe
▲   Abstrahlcharakteristik
l  Steuerung
◗	 	 CRI
✱	 	 Abmessungen [mm] 
✖	 	 Ausstattung

z.B. HLE-80S-HT-T6WNA2C8
Serie HLE, 80 Watt / 4000K / 120° / CRI>80

Produktnummern | Erläuterung TRS-STAR GmbH

Werner-von-Siemens-Str. 1 
76297 Stutensee

Planung und technischer Vertrieb 
Dipl. Ing. Frank Werz 

T +49 6233 347-125 
werz@trs-star.com

HBLB | Anstrahlung

MaßskizzeHBLB-220W 
 Δ Massives Aluminiumdruckgussgehäuse
 Δ Perfekt widerstandsfähige Beschichtung
 Δ HOOK-Montage, einfach zu installieren
 Δ Beleuchtungsstärke 12% Uplight und 88% Down
 Δ Systemwirksamkeit bis 149 lm / W (Ra> 70)
 Δ Dimmbar 1-10V optional
 Δ Gehärtetes Glas erhältlich
 Δ DLC Premium gelistet

Bezeichnung Systemleistung typ. (W) Lichtfarbe Abstrahlcharakteristik Systemlichtstrom (lm) CRI Steuerung

■ ♦ ▲ ◗ ●

HBLB-■S-HPD-O2♦▲C◗ 180/200
WD=5000K, 
WN=4000K

A2=120°, 60=60°, 
TA=60°x90°

25560-27000 8=CRI>80 ohne
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Brighten up the vision

HBLB - Series 

All technical data are subject to change without notification.

The lamp is a special design to have 12% of up lighting to make the ceiling brighter and the environment 
more comfortable especially when the highbay lamp is installing as pendent light. The distinctive design 
includes two sides of light sources to shine upwards and downwards at the same time with system 
efficiency up to 149 lm/W.

HBLB-220W

Solid die-cast aluminum housing
Perfect resistant coating
HOOK mounting, easy to install
Illumination ration 12% uplight and 88 % down 
System efficacy up to 149 lm/W ( Ra > 70 )
Dimmable 1-10V optional
Tempered glass available
DLC Premium listed

Make the ceiling brighter

STR bracket model

Dimensions [ Unit : mm ]

LUX
(WD,C8)

2224

556

247

3M

220W

6M

9M

Beam Angle 50°   

[ Figures are shown in steady stage ]Photometry

STR Weight : 8 Kg Hook Weight : 8 Kg

CCT
(K)

CRI Light Output 
Steady Stage (lm)

Light Output
Cold Stage (lm)

Beam
Angle (°)

Ordering data
Product
Name

HBLB-220S-RT(D)N-cxxxyyy-T6WD50GC7

HBLB-220S-RT(D)N-cxxxyyy-T6WDA0C7

HBLB-220S-RT(D)N-cxxxyyy-T6WD50GC8

HBLB-220S-RT(D)N-cxxxyyy-T6WDA0C8

HBLB-220S-RTDN-cwhiHOK-T6WD50GC7

HBLB-220S-RTDN-cwhiHOK-T6WDA0C7

5000

5000

5000

5000

5000

5000

50

100

50

100

50

100

>70

>70

>80

>80

>70

>70

29400

26400

25600

24900

29400

26400

32700

29400

28500

27700

32700

29400

LUX
(WD,C8)

910

228

101

3M

220W

6M

9M

Beam Angle 100°   

220W
AC 90-305 V
50/60 Hz
-30°C to +50°C
60,000 hours

Power Consumption :
Input Voltage :
Frequency :
Operation Temp. : 
LED Lifetime (L70) : 

Electrical Specifications

368

26
0

17
1

368

3/4" Hook

17
1

＊     Other CCT options : 3000K, 4000K, 6500K.

     

      
DLC QPL

      L l S T E D

Tempered glass 
(Optional)

＊     Other CCT options : 4000K. ＊Dimmable 1-10V optional.

LEDs Lighting Solutions

www.alder.com.tw

48

49

Brighten up the vision

HBLB - Series 

All technical data are subject to change without notification.

The lamp is a special design to have 12% of up lighting to make the ceiling brighter and the environment 
more comfortable especially when the highbay lamp is installing as pendent light. The distinctive design 
includes two sides of light sources to shine upwards and downwards at the same time with system 
efficiency up to 149 lm/W.

HBLB-220W

Solid die-cast aluminum housing
Perfect resistant coating
HOOK mounting, easy to install
Illumination ration 12% uplight and 88 % down 
System efficacy up to 149 lm/W ( Ra > 70 )
Dimmable 1-10V optional
Tempered glass available
DLC Premium listed

Make the ceiling brighter

STR bracket model

Dimensions [ Unit : mm ]

LUX
(WD,C8)

2224

556

247

3M

220W

6M

9M

Beam Angle 50°   

[ Figures are shown in steady stage ]Photometry

STR Weight : 8 Kg Hook Weight : 8 Kg

CCT
(K)

CRI Light Output 
Steady Stage (lm)

Light Output
Cold Stage (lm)

Beam
Angle (°)

Ordering data
Product
Name

HBLB-220S-RT(D)N-cxxxyyy-T6WD50GC7

HBLB-220S-RT(D)N-cxxxyyy-T6WDA0C7

HBLB-220S-RT(D)N-cxxxyyy-T6WD50GC8

HBLB-220S-RT(D)N-cxxxyyy-T6WDA0C8

HBLB-220S-RTDN-cwhiHOK-T6WD50GC7

HBLB-220S-RTDN-cwhiHOK-T6WDA0C7

5000

5000

5000

5000

5000

5000

50

100

50

100

50

100

>70

>70

>80

>80

>70

>70

29400

26400

25600

24900

29400

26400

32700

29400

28500

27700

32700

29400

LUX
(WD,C8)

910

228

101

3M

220W

6M

9M

Beam Angle 100°   

220W
AC 90-305 V
50/60 Hz
-30°C to +50°C
60,000 hours

Power Consumption :
Input Voltage :
Frequency :
Operation Temp. : 
LED Lifetime (L70) : 

Electrical Specifications

368

26
0

17
1

368

3/4" Hook

17
1

＊     Other CCT options : 3000K, 4000K, 6500K.

     

      
DLC QPL

      L l S T E D

Tempered glass 
(Optional)

＊     Other CCT options : 4000K. ＊Dimmable 1-10V optional.


