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Beispiel: HLE-■S-HT●-T6♦▲C◗

HLE  Serie
■   Systemleistung typ. (W)
♦   Lichtfarbe
▲   Abstrahlcharakteristik
l  Steuerung
◗	 	 CRI
✱	 	 Abmessungen [mm] 
✖	 	 Ausstattung

z.B. HLE-80S-HT-T6WNA2C8
Serie HLE, 80 Watt / 4000K / 120° / CRI>80

Produktnummern | Erläuterung TRS-STAR GmbH

Werner-von-Siemens-Str. 1 
76297 Stutensee

Planung und technischer Vertrieb 
Dipl. Ing. Frank Werz 

T +49 6233 347-125 
werz@trs-star.com

WLA | Anstrahlung

WLA-10W / 20W / 30W
 Δ Massives Aluminiumdruckgussgehäuse
 Δ Pulverbeschichtung mit UV-Schutz
 Δ Drehbare Halterung aus Edelstahl
 Δ Systemwirkungsgrad bis 157 lm / W (Ra> 70)
 Δ Schutzart IP65 für Außenanwendungen

Bezeichnung Systemleistung typ. (W) Lichtfarbe Abstrahlcharakteristik Systemlichtstrom (lm) CRI Steuerung

■ ♦ ▲ ◗ ●

WLA-■S-V-csil-C30♦▲C◗ 30
WD=5000K, 
WN=4000K

A2=120° 4700
7=CRI>70, 
8=CRI>80

ohne

Maßskizze
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Brighten up the vision

Ordering data

Dimensions [ Unit : mm ]

All technical data are subject to change without notification.

Work Lamp is specially designed for multi-task functions. It is IP65 rated suitable for both 
Indoor and outdoor application such as building wall washing, medium billboard, walkways 
as well as landmarks. With its high lighting efficacy,the safety of working in construction 
sites will be ensured.

Solid die-cast aluminum housing
UV rated powder paint coating
Rotatable bracket made of stainless steel
System efficacy up to 157 lm/W ( Ra > 70 )
IP65 rated for outdoor applications
No IR-and UV radiation, low heat radiation

Multi-task & Weather
Resistance

30W
20W
10W
AC 90-264 V
50/60 Hz
-30°C to +50°C
60,000 hours

Power Consumption :

Input Voltage :
Frequency :
Operation Temp. : 
LED Lifetime (L70) : 

Electrical Specifications

[ Figures are shown in steady stage ]Photometry

Product
Name

CCT
(K)

CRI Light Output 
Steady Stage (lm)

Light Output
Cold Stage (lm)

Beam
Angle (°)

Wattage
(W)
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WLA-10S-V-csil-C30WDA2C7

WLA-20S-V-csil-C30WDA2C7

WLA-30S-V-csil-C30WDA2C7

CABIN-30RS-V-csil-T6WDA7C7

CABIN-30RS-V-csil-T6WDA7C8

120

120

120

170
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>70
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LUX
(WD,C7)

362

91

40

1M

WLA 10W

2M

3M

LUX
(WD,C7)

657

164

73

1M

WLA 20W

2M

3M

LUX
(WD,C7)

1140

285

127

1M

WLA 30W

2M

3M

Custom Made
Black Edtion 30W
(SMD model)

Beam Angle 120°   

WL 30W Weight : 1.1 Kg Cabin 30W Weight : 1.4 Kg

＊Other CCT options : 3000K, 6500K.
＊     CCT >80 optional.
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Floodlight - Series 

WLA-30W standard model

Cabin-30W
Beam Angle 170°

LUX
(WD,C7)

462

116

51

1M

Cabin 30W

2M

3M

LUX
(WD,C8)

424

106
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Cabin 30W
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3M

Beam Angle 170°   
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Dimensions [ Unit : mm ]

All technical data are subject to change without notification.
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