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Example: HL-■S-HT●-O2♦▲C◗

HL   Series
■   System performance typ. (W)
♦   Light color
▲   Beam characteristic
l  Control
◗	 	 CRI
✱	 	 Dimensions [mm] 
✖	 	 Equipment

For example: HL
HL Series, D=dimmable, 80/100 Watt, 5000K,  A2=120°, 60=60°, TA=60°x90°, 8=CRI>80

HBLA | Area Light
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Brighten up the vision

Dimensions [ Unit : mm ]

HBLA - Series 

All technical data are subject to change without notification.

Alder High Bay Light is with high system efficiency up to 167 lm/W. It can easily replace most type of 
conventional high bay lamp fixtures. To meet all possible installation applications, options of rotatable 
bracket and eye-bolts mounting types are available. The optics are engineered to be highly efficient 
and able to delivery sufficient and uniform light on the demanding areas. Its brilliant design makes 
your business bright.

HBLA-150W

Solid die-cast aluminum housing
Eye-bolts mounting, easy to install
Perfect resistant coating
Precision optical distribution
System efficacy up to 167 lm/W ( Ra > 80 )
Dimmable 1-10V optional
DLC Premium listed

High-Efficacy Luminaire

150W
AC 90-305 V
50/60 Hz
-30°C to +50°C
60,000 hours

Power Consumption :
Input Voltage :
Frequency :
Operation Temp. : 
LED Lifetime (L70) : 

Electrical Specifications

LUX
(WD,C8)

1870

468

208

3M

150W

6M

9M

Beam Angle 60°   

LUX
(WD,C8)

740

185

82

3M

150W

6M

9M

Beam Angle 100°   

LUX
(WD,C8)

680

170

76

3M

150W

6M

9M

Beam Angle 120°   

[ Figures are shown in steady stage ]Photometry

IBT Weight : 3.8 Kg STR Weight : 4 Kg

CCT
(K)

CRI Light Output 
Steady Stage (lm)

Light Output
Cold Stage (lm)

Beam
Angle (°)

Lens
Option

14
2

21
2

300

300 222

＊     DLC Premium listed, CCT 5000K only.DLC QPL

 L l S T E D

STR bracket model with DG cover

＊     Other CCT options : 3000K, 4000K, 6500K.

Ordering data
Product
Name

HBLA-150S-RT(D)-cxxxIBT-T6WD60C8

HBLA-150S-RT(D)-cxxxIBT-T6WDA0C8

HBLA-150S-RT(D)-cxxxIBT-O2WDA2C8

HBLA-150S-RT(D)-mxxxIBT-O2WDA2C8

HBLA-150S-RT-cwhiIBT-O2WDA2C8

5000

5000

5000

5000

5000

Clear

Clear

Clear

Frosted

Clear

60

100

120

120

120

>80

>80

>80

>80

>80

20200

19300

22500

20700

22500

22500

21500

25000

23000

25000

＊Dimmable 1-10V optional.
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Dimensions [ Unit : mm ]

HBLA - Series 

All technical data are subject to change without notification.
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Eye-bolts mounting, easy to install
Perfect resistant coating
Precision optical distribution
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DLC Premium listed
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60,000 hours
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[ Figures are shown in steady stage ]Photometry
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Light Output
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 L l S T E D
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20200

19300

22500

20700

22500

22500

21500

25000

23000

25000

＊Dimmable 1-10V optional.

HBLA-150W
 Δ Solid die-cast aluminum housing
 Δ Eye-bolts mounting, easy to install 
 Δ Perfect resistant coating
 Δ Precision optical distribution
 Δ System efficacy up to 167 lm/W (Ra > 80) 
 Δ Dimmable 1-10V optional
 Δ DLC Premium listed

Product number System performance typ. (W) Light color Beam characteristic Luminous flux (lm) CRI Control

■ ♦ ▲ ◗ ●

HBL-■S-HT-T6♦▲C◗ 80 / 100
WD=5000K 
WN=4000K

A2=120° / 60=60° 11700-14600 8=CRI>80 without

Dimensions


